SURFACE MOUNTED COUNTER-FLASHING W/
CONTINUOUS BEAD OF ACCEPTABLE SEALANT
FASTENED 24" (610 mm) MAXIMUM O.C.

OPTIONAL CUT-IN REGLET 1" MIN. DEEP,
APPLY ACCEPTABLE SEALANT AS REQ'D.

8" (200 mm) MINIMUM

i

MINIMUM

2"(50mm)‘I

~e

PRE-SATURATE EDGE OF STORMCURE
POLY-MAT & TUCK INTO JOINT.

PREPARE, LEVEL, PATCH & PRIME
SUBSTRATE AS RECOMMENDED OR
REQUIRED BY STORMCURE PRIOR TO
N APPLYING STORMCURE MEMBRANE.

STORMCURE MEMBRANE EXTENDED
4" (100mm) MINIMUM HORIZONTALLY ONTO
PREPARED & PRIMED SUBSTRATE.

4" (100mm) WIDE STORMCURE MEMBRANE
STRIP APPLIED AT TRANSITION.

STORMCURE MEMBRANE FIELD.

STORMCURE SA BASE PLY APPLIED
OVER PREPARED & PRIMED SUBSTRATE
AS RECOMMENDED OR REQUIRED.

N

/f 7,
ACCEPTABLE SUBSTRATE PREPARED
PER STORMCURE REQUIREMENTS.

2"(50mm) | 2"(50mm)

MINIMUM © MINIMUM

NOTE: THIS DETAIL DRAWING IS PROVIDED BY STORMCURE FOR THE SOLE PURPOSE OF OBTAINING STORMCURE WARRANTY & NOT AS A SUBSTITUTE FOR PROFESSIONAL
DESIGN SERVICES. STORMCURE MAKES NO REPRESENTATION OR WARRANTY WITH REPECT TO CODE COMPLIANCE OR SUITABILITY FOR ANY PROJECT SPECIFIC CONDITIONS.
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